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TS EN 1S0-10140-2 'ye gére Ses Azalma indisi
Sound Reduction Index acc. to. TS EN 1SO-10140-2

Odalar arasindaki hava ile yayilan sesin yalitimina ait laboratuvar dlgiimleri
Laboratory measurements of airborne sound insulation between rooms

Deney Tarihi / Test Date : 10 Ocak 2020
Rapor No / Report No':
Miisteri / Client :

Selectron Elk. Kimya

Numune Ozellikleri / Desc. of Test Specimen :

Giyotin Pencere 68 P (Cift Hareketli) Diisey Yonde

Olgiim Belirsi

/1008

Ratings in

9.6 dB +1,2 dB

1/10 dB Tek Sayi Derecelendirmesinde

Uncertainty of Measurement, Single Number

Numune Alani, S: 13m2)

|size of Test Opening, :
Kaynak Odast Hacmi:
|Source Room Volume:
|Alici Odast Hacmi:

149,0m3)|

133,0m3)|

Receiving Room Volume:
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1S0 717-1" e gore derecelendirme / Rating acc. to IS0 717-1

Rw (C; Cy)

39 (-1;-5)dB

€100-5000=

Ctr, 100-5000= -5d8

0d8 €50-5000= -1d8

Ctr,50-5000:-7 dB

Degerlendirme, miihendislik metodu ile laboratuvar 8lgim sonuglarina gore yapilmistir

Evaluation based on laboratory measurement results obtained by an engineering method
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Laboratuvar / Laboratory :
imza / Signature :

Avrasya TTM





